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T H E R M O S T A T I C    D E V I C E

• User- fr iendly: 
   s imple  in  operat ion,
   set t ing,  maintenance 
   and  instal lat ion

• Two  factory  set 
    working  modes

• Por table  and 
   compact  design

• Low  power  consumption 

• One  year  fu l l  warranty

Te m p e r a t u r e   r a n g e : 
o o o3 0 C  t o 8 0 C ( ± 0 , 5 C )

T i m e   r a n g e :
• 0  t o 2 4 4  s e c o n d s
• 0  t o 2 4 4  m i n u t e s

 

T h e r m o s t a t i c   d e v i c e s 
f o r   a n t i b i o t i c s / i n h i b i t o r s 

t e s t i n g

A l u m i n i u m   p l a t e   w i t h 
d i f f e r e n t   t h i c k n e s s  

( 1 2 - 3 0 m m )
a n d   d i f f e r e n t   n u m b e r   o f 

 w e l l s ,   i n   d e p e n d e n c e 
o f   t h e   m o d e l

 

Specification:

Model name Number of wells Compatible test/tube

Lactoscan TBS ®
Beta Star 13

Lactoscan TCH
®

Charm  18

Lactoscan TDC
®

Delvotest    14
®Copan

®
Eclipse  Lactoscan TET 24

®
Twinsenser

®
Eclipse  Lactoscan TET combo 22

®Twinsenser
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MECHANICAL  
PARAMETERS:

Dimensions
(W x L x H)
90 x 157 x 47÷65mm

Weight  
0 ,50÷0,91kg

Lactoscan Thermostatic devicesLactoscan Thermostatic devices

T H E R M O S T A T I C    D E V I C E

Start / Stop button

LED Display

Set button

Wells

Indicator lights

ENVIRONMENTAL  CONDITIONS:

Ambient  a ir  temperature  has   to
o be  5 C  below  the  desired  set 

temperature

Operat ing  temperature: 
o0  to   45 C

On customers’ request THERMOSTATIC DEVICE
 for any type of test or combined for several tests,can be

for any type of tube / vial or strip

w ew d.w t. sm ei lcht

Your LOGO  

INPUT

ELECTRICAL PARAMETERS:

Switching  adapter :

Input :
100 - 240  V ~ 1 .6 A max
50 - 60 Hz

Power  consumption:
25 W (12 V) , 100 W (24 V)
unt i l  the  necessary  
temperature  is  reached,  

t haf ter  that  i t  is low  1/10   

High accuracy and easy to use
Portable and programmable

Uniform and stable temperature

3 minutes sound signal 
after finishing set program

Thermometer 
for  temperature control

Thermostatic device can be 
connected towards truck battery 12V - 24V

MILK

Lactoscan TET combo

Lactoscan TET Lactoscan TBS


	Page 1
	Page 2

